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METAL BEAM GUARD RAIL 801.

2270
AND BARRICADE



FOR TRAFFIC CONTROL AND SIGNAGE
DETAILS, SEE LATEST TEXAS MANUAL ON

UNIFORM TRAFFIC CONTROL DEVICES (T.M.U.T.C.D.)

CITY OF COPPELL    DALLAS COUNTY, TEXAS

STANDARD CONSTRUCTION DETAILS
TRAFFIC CONTROL 801.

2280
AND SIGNAGE



CITY OF COPPELL    DALLAS COUNTY, TEXAS

STANDARD CONSTRUCTION DETAILS
FIRE LANE AND PARKING LOT 301., 303.

2290
REINFORCED CONCRETE PAVEMENT



CITY OF COPPELL    DALLAS COUNTY, TEXAS

STANDARD CONSTRUCTION DETAILS
FIRE LANE AND PARKING LOT 301., 303., 305.

2300
HOT-MIX ASPHALTIC CONCRETE PAVEMENT



CITY OF COPPELL    DALLAS COUNTY, TEXAS

STANDARD CONSTRUCTION DETAILS
FIRE LANE AND PARKING LOT

2310
TYPE "A" AND TYPE "B" TURNAROUND



FIRE LANE - NO PARKINGFIRE LANE - NO PARKING

FIRE LANE - NO PARKINGFIRE LANE - NO PARKINGFIRE LANE - NO PARKING

CITY OF COPPELL    DALLAS COUNTY, TEXAS

STANDARD CONSTRUCTION DETAILS
FIRE LANE AND PARKING LOT 804.

2320
FIRE LANE MARKING



TO CROSS
PUSH BUTTON

CITY OF COPPELL    DALLAS COUNTY, TEXAS

STANDARD CONSTRUCTION DETAILS
POURED CONCRETE BASE 702., 806.

2330
BOLLARD AND DIRECT BURY POLE



CITY OF COPPELL    DALLAS COUNTY, TEXAS

STANDARD CONSTRUCTION DETAILS
POURED CONCRETE BASE 702., 806.

2335
SQUARE AND ROUND SIGN POST
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CITY OF COPPELL    DALLAS COUNTY, TEXAS

STANDARD CONSTRUCTION DETAILS
TRAFFIC SIGNALS 305.

2340
COLLECTOR STREETS AND THOROUGHFARES



CITY OF COPPELL    DALLAS COUNTY, TEXAS

STANDARD CONSTRUCTION DETAILS
PAVEMENT SYSTEMS

2350
TESTING REQUIREMENTS


